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> ARCHITECTURAL DIMENSION PLAN - LEVEL 2 ZONE B

4. ALL PARTITION TYPES TO BE A-- UNLESS OTHERWISE NOTED.

5. ALL MECH. EQUIPMENT PADS TO BE 4" HIGH U.N.O. LENGTH AND WIDTH OF PADS TO BE VERIFIED BY CONTRACTOR.

6 VERIFY EXIST. DIMENSIONS, CONDITIONS AND FINISHES BEFORE PRICING AND/OR PROCEEDING WITH WORK. DISCREPANCIES SHALL BE
BROUGHT TO THE ARCHITECT'S ATTENTION IMMEDIATELY.

1. PATCH ALL HOLES IN EXIST. SURFACES WHERE EQUIPMENT HAS BEEN REMOVED OR DEMOLITION HAS OCCURED. PREPARE SURFACES AS
REQUIRED FOR NEW FINISHES. PATCH TO MATCH ADJACENT SURFACE IF NOT SCHEDULED.

8. ALL EXIST. FLOOR OPENINGS AND DEPRESSIONS IN THE WORK AREA SHALL BE FILLED OR CLOSED U.N.O. WITH MATERIALS TO MATCH

| ADJACENT SURFACES, FINISHES, AND FIRE RATINGS.

1/8"=1-0"
= GENERAL NOTES
) 1. SOLID LINES INDICATE NEW CONSTRUCTION WHILE SCREENED LINES INDICATE EXISTING CONSTRUCTION OR NEW CONSTRUCTION COVERED IN
HP —» A PREVIOUS DIVISION.
2. ALL PIPING, CONDUITS AND RELATED MECH. AND ELEC. ITEMS SHALL BE CONCEALED WITHIN DRYWALL FURRING AS REQUIRED IN FINISHED
AREAS WHETHER SHOWN ON DRAWINGS OR NOT, U.N.O.
3. PROVIDE METAL PLATE BACKING AND/OR TREATED WOOD BLOCKING IN WALLS WHERE WALL-MOUNTED EQUIPMENT IS SHOWN ON PLANS OR
° Q ELEVATIONS. VERIFY HEIGHT AND LENGTH WITH ACTUAL EQUIPMENT.
- | _ = _ S _ _ _ _ _ _ 41 - . N ] — _ _ _ _ _ 4

| HP < 9. HOLD GWB 1/2" OFF FINISH FLOOR, INSTALL FIRE RATED SEALANT AT RATED PARTITIONS, INSTALL ACCOUSTICAL SEALANT AT NON-RATED
! N~
| HP N PARTITIONS.
| 127 10.  FEATHER FLOOR LEVELING COMPOUND IN CORRIDORS AT EITHER SIDE OF EXPANSION JOINT TO A SLOPE NOT GREATER THAN 1/8" PER FOOT.
| ¢ 11.  CONTRACTOR IS TO VERIFY ALL EXIST. CONDITIONS & DIMENSIONS PRIOR TO WORK. DIMENSIONS INDICATED ON THESE DRAWINGS ARE
¢ DERIVED FROM THE ORIGINAL BUILDING DRAWINGS AND FROM LIMITED FIELD OBSERVATIONS. THE DIMENSIONS ARE A NOMINAL

REPRESENTATION OF THE BUILDING. LOCAL CONDITIONS MAY VARY. THE CONTRACTOR WILL BE RESPONSIBLE FOR FIELD VERIFYING AND
FITTING NEW CONSTRUCTION TO THE ACTUAL BUILDING DIMENSIONS. SIGNIFICANT DIMENSION DEVIATIONS ARE TO BE REPORTED TO THE
ARCHITECT PRIOR TO COMPLETING WORK.

12. MATCH FINISHED WALL OR PARTITION THICKNESS WHERE NEW WALLS OR PARTITIONS OCCUR IN LINE WITH EXISTING WALLS.

13.  WHERE NEW FLOOR CONSTRUCTION MATERIALS MEET EXIST. CONDITIONS, PROTECT ADJACENT ORIGINAL FINISHES. NEW AND EXIST. FLOOR
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= 'r FINISHES ARE TO BE INSTALLED AT THE SAME ELEVATION.

| . 14. WHERE EXIST. PIPING / CONDUIT IS REMOVED, HOLES ARE TO BE PATCHED TO MATCH EXIST. ADJACENT MATERIALS. PROVIDE FIRE RATED
| | . I OR ACCOUSTICAL SEALANT WHERE INDICATED.

} } 5 15. TYPICAL INTERIOR DIMENSIONS ARE TO CENTERLINE OF STUD.

<I>_¥ | <q15 16.  NEGATIVE PRESSURE ROOMS INDICATED W/ (-) SHALL RECEIVE CEILING TILE HOLD DOWN CLIPS.
I
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@ DROPPED SLAB - RE: STRUCT.

FEC 3: RECESSED FEC.

COLUMN EXTENSION FOR FUTURE EXPANSION.

ROOF DRAIN AND OVERFLOW.

DOOR SILL ELEVATION AT 8" A.F.F. INCLUDE SIGN ON DOOR READING "NOT AN EXIT".

METAL STUD CURB - COORDINATE WITH MECH.

e
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NOT USED

NEW PIPE CHASE - CORE DRILL THROUGH SLAB FOR PIPING AND SEAL WITH FIRE
STOPPING. RE: MECH. INTERIOR FINISHES TO MATCH EXISTING.

NOT USED

®
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OVERFLOW DRAIN AND ROOF DRAIN.

one foot

one-gigth inch

I & NOT USED.
J J ; SAFETY GUARDRAIL SYSTEM TO MEET OSHA STANDARDS.
@ ; | | — 14 NEW METAL CANOPY 10 FT X 23 FT 4 IN
|| __cowroom|| |/~ | STAFF_ B B | R . I - _ L _ _ _ . . g _ _ _ _ _ _ _ _ _ _ A NEW METAL CANOPY 10 FT X 12 FT
el po o T AN A U A S 1 e
ZONEB ¥ NEW
]
T\ ARCHITECTURAL DIMENSION PLAN - LEVEL 2 ZONE A ADDITION
178" =1-0"
EY PN e
SCALE: %"= 1-0"
/\ /\ /\ Drawing Tie Project Title Date
A A A project nurmber ARCHITECTURAL DIMENSION PLAN EXPAND BLDG. 1 FOR PACT 12/15/2014
A A A HEERY VS0 11-25503 LEVEL 2 AMBULATORY CARE & RADIOLOGY || prject o .
VAN /D /A 636-201 28
ﬁ ﬁ ﬁ |1—|2e§ gclgtﬁrlgig%r;ile:ngfreet Building No. Checked Drawn DRAWING NO. % %
— Suite 500, ’ CONSTRUCTION DOCUMENTS BLDG 1 M RD g3
ﬁ ﬁ ﬁ - lowa City, I1A 52240-4003 o 1-A7 g
319.354.4700 on

Revisions Date Revisions Date Revisions Date |CVA HEALTH CARE SYSTEM

VA FORM 08-6231, FEB. 1983



